
BPL95-12

Nominal Voltage(V).......................................................................................................................................12 volts(6cells in series)

Nominal Capacity(AH)

    20 Hour rate F.V.(1.75V/cell)   (4.75A to 10.50volts) ........................................................................................................95.0Ah

    10 Hour rate F.V.(1.75V/cell)   (9.03A to 10.50volts) ........................................................................................................90.3Ah

      5 Hour rate F.V.(1.75V/cell)  (16.15A to 10.50volts)  .......................................................................................................80.8Ah

      1 Hour rate F.V.(1.55V/cell)   (57.00A to 9.30volts) ........................................................................................................57.0Ah

Approximate Weight.........................................................................................................................................33.2kg(73.2lbs.)

Terminal

    Standard................................................................................................................................................................................Type B3  

Internal Resistance (Fully Charged Battery)..........................................................................................................................<4.5m

Maximum Discharge Current For 5 sec.(A)................................................................................................................................950A

Maximum Charge Current(A)......................................................................................................................................................28.5A

Ambient Temperature

o o o o    Charge..........................................................................................................................................................0 C(32 F)~40 C(104 F)
o o o o    Discharge...................................................................................................................................................-20 C(-4 F)~50 C(122 F)

o o o o    Storage.......................................................................................................................................................-20 C(-4 F)~40 C(104 F)

Case.................................................................................................................................................................................................ABS

Dimension(mm/inch)

  Length                2mm.......................................................................................................................................................329/12.95

  Width                  2mm.......................................................................................................................................................172/6.77

  Container Height  2mm.......................................................................................................................................................215/8.46

  Total Height         2mm.......................................................................................................................................................238/9.37

Application...................................................................................................................................................UPS, Telecom, Golf-carts.

ODesign Life : 10 years for standby use at 20 C

The battery is constructed by plates,
separators, safety valves, flame arrestors           
and container. Since the electrolyte is
held by a glass-mat separator and plates,
the battery can be used in any direction and
position without leakage.

                                           PERFORMANCE SPECIFICATIONS

Valve Regulated Lead-Acid Rechargeable Battery

    Optional....................................................................................................................................................................Type I2
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O O BPL95-12 Battery discharge characteristics (25 C/77 F)
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TAIWAN:
B.B. BATTERY(TAIWAN) CO., LTD.
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All data shall be changed without prior notice, BB reserves the right to explain and update the information contained hereinto. 

OUTER DIMENSIONS mm(inch)

TERMINAL TYPE mm(inch)

O OConstant power discharge characteristics at 25 C/77 F
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O OConstant current discharge characteristics at 25 C/77 F

Discharge time

Battery output power(W)
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Effect of Temperature on Long Term Float Life

Battery temperature
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Charging voltage :

2.275V/cell
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